
AUXILIARY TOP-MOUNT FAN INSTALLATION
Instructions for installing auxiliary fan kits on top of a Zero Zone display case. See 66-0165 for instructions for the auxiliary fan kits that 
install with the kickplate. This fan kit is part of a ventiliation system that circulates air behind and under the display case. This ventiliation 
system also includes louvered kickplates and filler panels between case ends and store walls. All components must be installed for these 
auxiliary fans to function as intended.
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These fan boxes can be installed on cases set with backs facing each other or on cases set against a wall. 

1. On cases set with backs facing each other, the cases must be 3" to 13" away from each other for the fan box and cover panels to span the 
gap with at least 1" of overhang on each side (See Figure 1).

2. On cases set against a wall, the case must be 3" to 6" from the wall to ensure that the fan box is properly supported (See Figure 2). If the 
case is set more than 6" from the wall, the installer will be responsible for providing support brackets against the wall under the fan boxes.

Part
Quantities per Case Size

2-Door 3-Door 4-Door 5-Door
Fan Box (170-0372-1) 1 2 2 3

Close-Off Cover (31-0266) 3 4 6 7

FIguRE 1: Side View of Fan Box Between Cases

13.0 MAX 1.0 MIN  1.0 MIN 

NOTES:
1. PANEL CEILING SHOWN AS REFERENCE. REST OF DISPLAY CASE COMPONENTS HIDDEN FOR CLARITY.
2. BOX ELECTRICAL OR ELECTRICAL JUNCTION BOX CONTAINS RECEPTACLE TO CONNECT TO FAN KITS.

ELECTRICAL BOX SIZE AND LOCATION VARIES BASED ON CASE SIZE AND FEATURES.
3. KIT FAN PLUGS CONNECT TO ADJACENT KITS AND ELECTRICAL BOX RECEPTACLES.
4. DISTANCES BETWEEN REAR OF CASES MAY VARY.

ALIGN ASSY KIT FAN BOX AND COVER SOLID CLOSE OFF EVENLY ACROSS BOTH CEILINGS.
5. USE CLEARANCE HOLES IN PARTS TO LOCATE HARDWARE.
6. ALL ITEMS FASTENED TO TOP OF PANEL CEILINGS.
7. FROM ONE SIDE TO THE OTHER FOR ALL CASES:

COVER CLOSE OFF, ASSY KIT FAN, COVER CLOSE OFF, PATTERNED, 
EXTRA CLOSE OFF AT END MAY BE REQUIRED BASED ON CASE SIZE.

8. FINAL COVER CLOSE OFF TO FIT FLUSH TO CASE END.
9. EXTRA 64-0207 INCLUDED TO SECURE EXTRA AREAS WHERE APPROPRIATE.

ZERO ZONE WORKMANSHIP STANDARDS SHALL APPLY PER ES-08-1007
ASME Y14.41-2012 & ASME Y14.5-2009 SHALL APPLY AS REQUIRED

ALL DIMENSIONS IN INCH UNLESS OTHERWISE SPECIFIED
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FIguRE 2: Side View of Fan Box Against a Wall

6.0 MAX

NOTES:
1. PANEL CEILING SHOWN AS REFERENCE. REST OF DISPLAY CASE COMPONENTS HIDDEN FOR CLARITY.
2. BOX ELECTRICAL OR ELECTRICAL JUNCTION BOX CONTAINS RECEPTACLE TO CONNECT TO FAN KITS.

ELECTRICAL BOX SIZE AND LOCATION VARIES BASED ON CASE SIZE AND FEATURES.
3. KIT FAN PLUGS CONNECT TO ADJACENT KITS AND ELECTRICAL BOX RECEPTACLES.
4. DISTANCES BETWEEN REAR OF CASE AND AND WALL MAY VARY.

ALIGN ASSY KIT FAN BOX AND COVER SOLID CLOSE OFF FLUSH TO WALL.
IF DISTANCE BETWEEN REAR OF CASE AND WALL IS LARGER THAN 6 IN, ADDITIONAL WALL SUPPORT FOR COMPONENTS IS REQUIRED (NOT SUPPLIED BY ZERO ZONE, INC).

5. USE CLEARANCE HOLES IN PARTS TO LOCATE HARDWARE.
6. ALL ITEMS FASTENED TO TOP OF PANEL CEILINGS.
7. FROM ONE SIDE TO THE OTHER FOR ALL CASES:

COVER CLOSE OFF, ASSY KIT FAN, COVER CLOSE OFF, PATTERNED, 
EXTRA CLOSE OFF AT END MAY BE REQUIRED BASED ON CASE SIZE.

8. FINAL COVER CLOSE OFF TO FIT FLUSH TO CASE END.
9. EXTRA 64-0207 INCLUDED TO SECURE EXTRA AREAS WHERE APPROPRIATE.

ZERO ZONE WORKMANSHIP STANDARDS SHALL APPLY PER ES-08-1007
ASME Y14.41-2012 & ASME Y14.5-2009 SHALL APPLY AS REQUIRED

ALL DIMENSIONS IN INCH UNLESS OTHERWISE SPECIFIED

CAD DRAWING
NO MANUAL REVISIONS

COPYRIGHT INFORMATION
THIS DRAWING AND THE INFORMATION CONTAINED WITHIN, 
IS THE SOLE PROPERTY OF ZERO ZONE, INC. ANY USE OF 
THIS DOCUMENT OR DISCLOSURE OF ITS CONTENTS; BY 

REPRODUCTION OR OTHER MEANS, WITHOUT THE WRITTEN 
CONSENT OF ZERO ZONE, INC. IS STRICTLY PROHIBITED.

NONE
SEE COMPONENT DRAWING

FINISH:

MATERIAL:

NOT TO SCALESCALE:

7/11/2022
01

2 OF 2
170-0718
ASSY KIT FAN

SHEET:DATE:

REVISION

ZERO ZONE, INC.
110 NORTH OAKRIDGE DRIVE
NORTH PRAIRIE, WISCONSIN

53153 USA

DRAWING No:

DESCRIPTION:

REVISION INFORMATION

01 INITIAL RELEASE. 5816 7/28/2022 MS

No. DESCRIPTION CO No. DATE BY

SHEET SIZE

B

TOLERANCES SHALL APPLY
UNLESS OTHERWISE 

SPECIFIED
.X = ± .1       .XX = ± .02

.XXX = ± .005   ANGLES, ± 1º

SIGNIFICANT DIMENSIONS DENOTED BY   X.XX
OR   X.XXX   AND MUST MEET Cpk ≥ 1.33.
CRITICAL DIMENSIONS DENOTED BY   X.XX  
OR   X.XXX   AND MUST MEET Cpk ≥ 1.66  

A A

B B

4

4

3

3

2

2

1

1

Rear of 
Case

Hex Screw 
(64-0207)

Top of 
Case

Fan Box 
(170-0372-1)

Store 
Wall

FIguRE 3: Layout of Fan Box Between Cases (3-Door)
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FIguRE 4: Layout of Fan Box Against a Wall (3-Door)
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Plug the left box into the right box, and 
plug the right box into the case receptacle.

3. Select the correct quantity of fan boxes and covers depending on display case size, using the table above.

4. Lay out the fan boxes (170-0372-1) and covers (31-0266) so that the fan(s) will be equally spaced across the display case. Fan boxes 
should be spaced with at least 1 cover between them so the fan boxes are not adjacent to each other (See Figure 3 and Figure 4).

5. Fasten the fan boxes and covers to the top of the case using the supplied fasteners (64-0207). For cases set against a wall, a side of the 
fan boxes and covers will hang over the gap, but they will not tip into the gap.

6. Fan power is provided by a receptacle (or outlet) that is factory-installed on top of the case. Each fan box has its own plug and receptacle. 
Connect the fan boxes in series ("daisy-chain") to the case receptacle.

https://www.zero-zone.com/

